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INSTALLATION AND SERVICE MANUAL
For Installation of  Bornholm 3,4 Underwater Lighting Power RGBW.
Model. UBOH-60022 and UBOH-60032
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www.ligmanlightingusa.com

7144 NE Progress Court, Hillsboro
Oregon, 97124, USA
Tel : 503 645 0500 | Fax : 503 645 8100

FM-TS-13-1/13-05-2563/Rev.6

LIGHTING USA

Technical amendments and modifications techniques reserved.

■ LIGMAN standard products are supplied with the control gear 24Vdc.
   The control gear for other voltages and frequencies is available upon request, please consult us for more details.
■ LIGMAN luminaires are designed to conform IEC 60598 2-18 standard.
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   Product drawing (dimensions)
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MOUNTING DETAIL
UBOH-60032

MOUNTING DETAIL
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1 2 3 4

Switch off mains power supply
before joining the connectors

        !
WARNING

Torque :0.25Nm.

7 8

N

(Red)
L (Black)

2
(Blue) 1

(Brown)
D+

D-
V+V-

Shield DMX

9 10

11 12

Torque :2.5Nm.

1m. Cable+male
connector

(A62991-01)

10m. Cable for
luminaires (LCC0053001)

N(Red)
L

(Black)
2

(Blue)

1
(Brown)

D+
D-

V+
V-

Shield DMX

Torque :0.25Nm.
Cable for

luminaires

Torque:2.5Nm.

Installation process 11-15
It's the installation for luminaire
Last of the group only.

2-WAY CONNECTOR 5 PIN IP68

1 2 3

3-WAY CONNECTOR 5 PIN IP68



ADAPTER 12VDC POWER SUPPLY
(COME WITH CONTROLER)

CABLE+MALE AND FEMALE
CONNECTOR DMX CONTROLLER

AND LUMINAIRE
(A64091)

1m.CABLE+FEMALE
CONNECTOR FOR LUMINAIRE

(A63491)

50m. SIGNAL LINE MALE
AND FEMALE CONNECTOR
LUMINAIRES
(A63891)

DMX CONTROLLER
A60691

REMOTE DRIVER
G1

1m. CABLE+MALE
CONNECTOR (A62991-01)

10m. CABLE FOR LUMINAIRES
(LCC0053001)

PC

WIRING DIAGRAM RGBW SYSTEM

REMOTE DRIVER : NUMBER OF LUMINAIRE
                           DEPEND ON WATTAGE
                           OF EACH GROUP.

MAX LUMINAIRES : 30 LUMINAIRES
MAX CABLE LENGTH : 100 M. FOR NOCOLUADIE

MAX LUMINAIRES : 30 LUMINAIRES
MAX CABLE LENGTH : 400 M. FOR PHAROS

 1  2  3  4  5  6
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Torque :0.25Nm.

N

(Red)
L (Black)

2
(Blue) 1

(Brown)
D+

D-
V+V-

Shield DMX 14

18

N(Red)
L

(Black)
2

(Blue)

1
(Brown)

D+
D-

V+
V-

Shield DMX

Cable for last luminaire
of group

Torque :2.5Nm.

Torque :0.25Nm.

Torque :3.0Nm.
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