
Eco bollard

Suitable for wet locations
A range of rectangular bollards, with a regress lamp and excellent glare control. Suitable 
for illuminating pathways, driveways and squares. The spread lens provides a wide beam 
spread evenly illuminating up to 23.0ft of a pathway. Available with options of energy 
saving compact fluorescent lamps as well as metal halide and high pressure sodium.

Low copper content die-cast aluminum housing with a high corrosion resistance. Stainless 
steel screws. Durable silicone rubber gasket and toughened linear spread lens. Housing 
is treated with a chemical chromatized protection before powder coating, ensuring high 
corrosion resistance. Integral control gear. Anodized high purity aluminum reflector. The 
internal control gear is secured in a separate but integral waterproof housing, Maintenance 
is performed from the top of the luminaire.

IP65           /EN 60598/CLASS I    /   /    /IK08F

ECO
LED

Accessories

Anchor bolt kit for installation

A10591

- 05.
Matt Silver
RAL 9006 

- 06.
Bronze
RAL 6014 

- 04. 
Metalic Silver
RAL 9006

- 03. 
White
RAL 9003

- 02. 
Dark Grey
RAL 7043

- 01. 
Black
RAL 9011

                      Product Family

P.159 Eco P.487 Eco
bollard

LIGHTING USA
486
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Akshardham temple New Delhi India

UEC-10508-W27 6 LED 481 lm 2700K 23 20.5 Ib. •
UEC-10508-W30 6 LED 512 lm 3000K 23 20.5 Ib. •
UEC-10508-W40 6 LED 550 lm 4000K 23 20.5 Ib. •

Model No. Lamp Holder Lumen Weight

Model No. Lamp  Light LED Power Weight Dimmable 
  output colour W  1-10V

Eco bollard

Eco bollard LED

UEC-10501 CFQ 2x18w. G24q-2 2x1075 22.0 Ib.
UEC-10502 CFTR 2x26w. Gx24q-3 2x1530 20.9 Ib.
UEC-10503 CFTR 42w. Gx24q-4 2720 20.9 Ib.
UEC-10504 PMH-ED17 50w. MED 2100 20.9 Ib.
UEC-10505 PMH-ED17 70w. MED 4000 20.9 Ib.
UEC-10506 HPS-ED17 50w. MED 3600 20.5 Ib.
UEC-10507 HPS-ED17 70w. MED 5450 20.5 Ib.
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