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   Product drawing (dimensions)

For Installation of Forrey post top LED.
Model. UFOR-20011,UFOR-20012,UFOR-20031,UFOR-20032,
UFOR-20051,UFOR-20052,UFOR-20071,FOR-20072

2 3

Cable OD

Min. 6mm

Max. 10mm

SPIGOT POST TOP

FORREY 9 FORREY 10

UFOR-20011 UFOR-20012

FORREY 11

UFOR-20051

FORREY 12

UFOR-20052

FORREY 13

UFOR-20031

FORREY 14

UFOR-20032

FORREY 15

UFOR-20071

FORREY 16

UFOR-20072

TOO/

2.5,4,6
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www.ligmanlightingusa.com

7144 NE Progress Court, Hillsboro
Oregon, 97124, USA
Tel : 503 645 0500 | Fax : 503 645 8100

FM-TS-13-1/13-05-2563/Rev.6

Technical amendments and modifications techniques reserved.

■ LIGMAN standard products are supplied with the control gear 24Vdc.
   The control gear for other voltages and frequencies is available upon request, please consult us for more details.
■ LIGMAN luminaires are designed to conform IEC 60598 2-18 standard.
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4 5

6 7 9

Torque : 10.5Nm

Torque : 90.0Nm

Switch off mains power supply
before joining the connectors

         !
WARNING
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Torque : 3.0Nm
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