INSTALLATION AND SERVICE MANUAL MAN

LIGHTING USA

For installation of Forrey Post Top

Model. UFOR-20001-02, 11-12, 21-22, 31-32, UFOR-20041-42, 51-52, 61-62, 71-72

Product drawing (dimensions) SUITABLE FOR WET LOCATIONS @ @

26.05" 26.05" ﬁ

ey [N s O

|

22.07" 22.07"
[ L
FOR-20001, FOR-20011 FOR-20002, FOR-20013 l
9017, 087" ©2.36"x3.5"
—— S

21.94" 21.94" @2.99"x3.5
FOR-20021, FOR-20031 FOR-20022, FOR-20032
34.75" 4‘ 34.75" i
29.14" 29.14" ‘
- Connect power
and Ground wire
FOR-20041, FOR-20051 FOR-20042, FOR-20052

12.62" | 12.62" ‘

29.10" 29.10"

FOR-20061, FOR-20071 FOR-20062, FOR-20072

Notice to installer :

1.WIRING INSTRUCTIONS Warning : RISK OF FIRE AND ELECTRICAL SHOCK. : FIXTURE MUST BE INSTALLED BY
A QUALIFIED ELECTRICIAN ONLY>FIXTURE IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL
ELECTRICAL CODE, LOCAL AND FEDERAL CODE SPECIFICATIONS. DISCONNECT POWER BEFORE SERVICING.

2.This fixture has a VOLTAGE SPECIFIC BALLAST,Check that the supply voltage is the same as the installed ballast voltage.
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